
ASTM Imperial Metric

Absorption by Weight ASTM C97 0.11% 0.11%

Density ASTM C97 167.3  lb/ft³ 2 680 kg/m³

Compressive Strength ASTM C170 13 764.08 psi 94.9 MPa

Modulus of Rupture ASTM C99 1 531.6 psi 10.56 MPa

Saint Marc

The Saint Marc limestone is a legacy stone from
Quebec. It is popular for heritage restoration projects.

Type of Stone

Source

Limestone

Saint Marc des Carrieres, Quebec, Canada

Smooth, Honed. Polished, Antique, Flamed, Sandblasted, Waterjet,
Bush Hammered (large), Bush Hammered (medium), Bush Hammered
(Antique), Axed, Combed, Stipple, Rock Face

Limestone

Available Finishes
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Provenance

Finis disponibles

Provenance

Finishes

Smooth Honed AntiquePolished

Sandblasted

Axed

Bush Hammered 
(Large)

Bush Hammered
(Antique)

Bush Hammered 
(Medium)

Combed

Different finishes have an impact on the stone’s texture and color. Techniques such as flamed or
waterjet finishes enhance the stone's natural grains, adding distinct texture and depth.
Several other finishes are available. The Technoprofil team has the expertise to advise you on the
finishes best suited to your projects.
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